
HP Enterprise Aruba AP-POE-ATSR
Midspan Injector HPE 30W 1-Port Smart
Rate 802.3at

Artikelnummer 999116021

Gewicht 1kg

Länge 1mm

Breite 1mm

Höhe 1mm

Produktbeschreibung
HP Enterprise Aruba AP-POE-ATSR Midspan Injector HPE 30W 1-Port Smart Rate 802.3at

Produktbeschreibung:

HPE Aruba Networking AP-POE-ATSR Smart Rate 802.3at
30 W Midspan Injector mit 1 Anschluss.
Netzstandard: IEEE 802.3at. Gesamtleistung Power
over Ethernet (PoE): 30 W.
Breite: 30 mm, Tiefe: 66 mm, Höhe: 163 mm
Technische Details:

Allgemein
Gerätetyp
Power Injector - extern
Power Over Ethernet (PoE)
PoE (IEEE 802.3af)
Stromversorgungsgerät
Leistungskapazität
30 Watt
Verschiedenes
Besonderheiten
Innenanwendung
Kennzeichnung
IEEE 802.3at
Informationen zur Kompatibilität
Entwickelt für
HPE Aruba AP-303H (EG) FIPS/TAA Unified Hospitality, AP-303H (IL) FIPS/TAA Unified Hospitality, AP-303H (IL) Unified Hospitality,
AP-303H (RW) FIPS/TAA Unified Hospitality, AP-303H (US) FIPS/TAA Unified Hospitality, AP-303H (US) Unified Hospitality, AP-303P
(RW), AP-304 FIPS/TAA, AP-305 FIPS/TAA, AP-375EX (US), AP-377EX (US), AP-503H (EG), AP-503H (EG) TAA, AP-503H (IL), AP-
503H (IL) TAA, AP-503H (JP), AP-503H (JP) TAA, AP-503H (RW), AP-503H (RW) TAA, AP-503H (US), AP-503H (US) TAA, AP-503H-
MNT2, AP-504 (EG), AP-504 (IL), AP-504 (IL) TAA, AP-504 (JP), AP-504 (JP) TAA, AP-504 (RW) TAA, AP-505 (EG), AP-505 (EG)
TAA, AP-505 (IL), AP-505 (IL) TAA, AP-505 (JP), AP-505 (JP) TAA, AP-505 (RW) TAA, AP-505 (WW), AP-505H (EG) TAA Unified
Hospitality, AP-505H (EG) Unified Hospitality, AP-505H (IL) TAA Unified Hospitality, AP-505H (IL) Unified Hospitality, AP-505H (JP)
TAA Unified Hospitality, AP-505H (JP) Unified Hospitality, AP-505H (RW) TAA Unified Hospitality, AP-505H (RW) Unified Hospitality,
AP-505H (US) TAA Unified Hospitality, AP-505H (US) Unified Hospitality, AP-518 (EG), AP-518 (EG) FIPS/TAA, AP-518 (IL), AP-518

Datenblatt zu HP Enterprise Aruba AP-POE-ATSR Midspan Injector HPE 30W 1-Port Smart Rate 802.3at

Seite 1



(JP), AP-518 (JP) FIPS/TAA, AP-518 (RW), AP-518 (RW) FIPS/TAA, AP-518 (RW) TAA, AP-518 (US), AP-518 (US) FIPS/TAA, AP-
518 (US) TAA, AP-575 (EG), AP-575 (EG) FIPS/TAA, AP-575 (IL), AP-575 (IL) FIPS/TAA, AP-575 (JP), AP-575 (RW), AP-575 (RW)
FIPS/TAA, AP-575 (RW) TAA, AP-575 (US), AP-575 (US) TAA, AP-575EX (EG), AP-575EX (IL), AP-575EX (JP), AP-575EX (RW),
AP-575EX (US), AP-577 (EG), AP-577 (EG) FIPS/TAA, AP-577 (IL), AP-577 (IL) FIPS/TAA, AP-577 (JP), AP-577 (JP) FIPS/TAA, AP-
577 (RW), AP-577 (RW) FIPS/TAA, AP-577 (RW) TAA, AP-577 (US), AP-577 (US) FIPS/TAA, AP-577 (US) TAA, AP-577EX (EG), AP-
577EX (IL), AP-577EX (JP), AP-577EX (RW), AP-577EX (US)
HPE Aruba Instant IAP-304 (RW) FIPS/TAA, IAP-304 (US) FIPS/TAA, IAP-305 (JP) FIPS/TAA, IAP-314 (RW) FIPS/TAA, IAP-324 (JP)
FIPS/TAA, IAP-325 (JP) FIPS/TAA

Produkteigenschaften
Gestellte Leistung 30 Watt

Produkttyp Power Injector

Stromversorgungsgerät - Formfaktor Extern
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Weitere Bilder
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