Datenblatt zu Hikvision Anschlusskasten fir Kamera hik wei3 AcuSense DS-2CD3323 2CD3343 Pro Series with DS-2CD2383

Hikvision Anschlusskasten fur Kamera hik
welild AcuSense DS-2CD3323 2CD3343

Pro Series with DS-2CD2383 .
gret\i;ecl:tummer s;s:2825408 \%‘

Léange Imm
Breite 1mm
Hohe Imm
Produktbeschreibung

Hikvision Anschlusskasten flir Kamera hik weil3 AcuSense DS-2CD3323 2CD3343 Pro Series with DS-2CD2383
Produktbeschreibung:

Aluminum alloy material with surface spray treatment
Side inlet and bottom inlet Interchangeable bottom
waterproof cover and side gland nut Waterproof
design Notes: The junction box should be installed
on the flat surface.

The waterproof rubber is necessary for the outdoor application.
The wall must be capable of supporting at least

3 times as much as the total weight of the camera
and the bracket The maximum load capacity of the
bracket is 1 Kg (2.2 1b.)

Technische Details:

Allgemein

Produkttyp

Anschlusskasten flir Kamera
Produktmaterial
Aluminiumlegierung

Breite

15,45 cm

Tiefe

12,67 cm

Hohe

3,5cm

Gewicht

210g

Farbe

Hik weil3

Verschiedenes
Leistungsmerkmale

Max. Belastung 1 kg
Informationen zur Kompatibilitat
Entwickelt fur

Hikvision DS-2CD2322WD-I, DS-2CD2325FWD-I, DS-2CD2335FWD-I, DS-2CD2342WD-|, DS-2CD2345FWD-I, DS-2CD2355FWD-I,
DS-2CD2385FWD-|

Hikvision 2 MP IR Fixed Turret Network Camera DS-2CD2325FWD-I
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Hikvision 2 MP Ultra-Low Light Network Turret Camera DS-2CD2325FWD-I

Hikvision 3 MP IR Fixed Turret Network Camera DS-2CD2335FWD-I

Hikvision 4 MP IR Fixed Turret Network Camera DS-2CD2345FWD-|, DS-2CD2345G0P-I
Hikvision AcuSense DS-2CD3323G2-1U, DS-2CD3343G2-IU

Hikvision EasyIP 3.0 DS-2CD2325FWD-I, DS-2CD2335FWD-I, DS-2CD2355FWD-I, DS-2CD2385FWD-I
Hikvision EasylIP 3.0 Turret DS-2CD2335FWD-I, DS-2CD2355FWD-I, DS-2CD2385FWD-I
Hikvision Hiwatch DS-2CD2322WD-I

Hikvision Network Turret Camera DS-2CD2385FWD-|

Hikvision Pro Series (All) DS-2CD2345G0P-I, DS-2CD2363G0-1U, DS-2CD2383G0-1U
Hikvision Pro Series EasylP 2.0 Plus with AcuSense DS-2CD2363G2-I

Hikvision Pro Series with AcuSense DS-2CD2343G2-1, DS-2CD2383G2-I

Hikvision Pro Series with ColorVu DS-2CD2387G2-L

Hikvision Pro Series(EasyIP) DS-2CD2383G2-l, DS-2CD2383G2-IU

Hikvision Value DS-2CD2335FWD-I, DS-2CD2355FWD-|

Hikvision WDR EXIR Turret Network Camera DS-2CD2322WD-|

Produkteigenschaften

Gewicht 210g

Farbe Hik weil}

Zubehdrkategorie Befestigungsteile, Kamerazubehor
Farbkategorie Weil3
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Weitere Bilder
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