Datenblatt zu Hikvision Anschlusskasten fir Kamera hik wei3 AcuSense DS-2CD3323 2CD3343 Pro Series with DS-2CD2383

Hikvision Anschlusskasten fur Kamera hik
welild AcuSense DS-2CD3323 2CD3343

Pro Series with DS-2CD2383 .
gret\i;ecl:tummer s;s:3825408 \%‘

Léange Imm
Breite 1mm
Hohe Imm
Produktbeschreibung

Hikvision Anschlusskasten flir Kamera hik weil3 AcuSense DS-2CD3323 2CD3343 Pro Series with DS-2CD2383
Produktbeschreibung:

Hikvision Digital Technology DS-12802J-DM8. Typ: Abzweigdose,
Produktfarbe: Schwarz, Weil3, Markenkompatibilitat:

Hikvision Digital Technology.

Hoéchstgewichtskapazitat: 2 kg. Durchmesser: 12,7 cm,

Hohe: 35 mm, Gewicht: 210 g

Technische Details:

Allgemein

Produkttyp

Anschlusskasten fur Kamera

Produktmaterial

Aluminiumlegierung

Breite

15,45 cm

Tiefe

12,67 cm

Hohe

3,5cm

Gewicht

210g

Farbe

Hik weil3

Verschiedenes

Leistungsmerkmale

Max. Belastung 1 kg

Informationen zur Kompatibilitat

Entwickelt fur

Hikvision DS-2CD2322WD-I, DS-2CD2325FWD-I, DS-2CD2335FWD-I, DS-2CD2342WD-I, DS-2CD2345FWD-I, DS-2CD2355FWD-,
DS-2CD2385FWD-I | Hikvision 2 MP IR Fixed Turret Network Camera DS-2CD2325FWD-I | Hikvision 2 MP Ultra-Low Light Network
Turret Camera DS-2CD2325FWD-I | Hikvision 3 MP IR Fixed Turret Network Camera DS-2CD2335FWD-I | Hikvision 4 MP IR Fixed
Turret Network Camera DS-2CD2345FWD-I, DS-2CD2345GO0P-I | Hikvision AcuSense DS-2CD3323G2-1U, DS-2CD3343G2-1U |
Hikvision EasylIP 3.0 DS-2CD2325FWD-I, DS-2CD2335FWD-I, DS-2CD2355FWD-I, DS-2CD2385FWD-I | Hikvision EasylIP 3.0 Turret
DS-2CD2335FWD-I, DS-2CD2355FWD-I, DS-2CD2385FWD-I | Hikvision HiWatch DS-2CD2322WD-I | Hikvision Network Turret
Camera DS-2CD2385FWD-I | Hikvision Pro Series (All) DS-2CD2345G0P-I, DS-2CD2363G0-1U, DS-2CD2383G0-IU | Hikvision Pro
Series EasylP 2.0 Plus with AcuSense DS-2CD2363G2-| | Hikvision Pro Series with AcuSense DS-2CD2343G2-l, DS-2CD2383G2-I |
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Hikvision Pro Series with ColorVu DS-2CD2387G2-L | Hikvision Pro Series(EasylP) DS-2CD2383G2-1, DS-2CD2383G2-IU | Hikvision
Value DS-2CD2335FWD-I, DS-2CD2355FWD-I | Hikvision WDR EXIR Turret Network Camera DS-2CD2322WD-I

Produkteigenschaften

Gewicht 210g

Farbe Hik weil3

Zubehdrkategorie Befestigungsteile, Kamerazubehor
Farbkategorie Weil3

Seite 2



Datenblatt zu Hikvision Anschlusskasten fir Kamera hik wei3 AcuSense DS-2CD3323 2CD3343 Pro Series with DS-2CD2383

Weitere Bilder
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