Datenblatt zu Eaton 9SX 3000VA 2700W 120V Online Double-Conversion UPS - 4 NEMA 5-20R, 1 L5-30R Outlets, Cybersecure Network Card Option,
Extended Run, Tower Battery Backup - USV - AC 100/110/120/125 V - 2700 Watt - 3000 VA - RS-232, USB - Ausgangsanschl

Eaton 9SX 3000VA 2700W 120V Online
Double-Conversion UPS - 4 NEMA 5-20R,
1 L5-30R Outlets, Cybersecure Network
Card Option, Extended Run, Tower Battery
Backup - USV - AC 100/110/120/125 V -
2700 Watt - 3000 VA - RS-232, USB -
Ausgangsanschl

Artikelnummer 999125710

Gewicht 1kg

Léange 1mm

Breite Imm

Hohe 1mm
Produktbeschreibung

Die USV Eaton 9SX bietet hohe Verfligbarkeit, Flexibilitat und hochentwickelten Schutz fur Infrastruktur, Industrie, Medizintechnik, IT,
Netzwerk-, Speicher- und Telekommunikationsanwendungen. Sie liefert Online-Doppelwandler-Schutz im wandlungsféahigen
Rack/Tower-Format mit bis zu 95 % Wirkungsgrad.

Produkteigenschaften

Software - Typ Intelligent Power Manager

Erweiterungssteckplatze - 1 (gesamt)/ 1 (frei) x Erweiterungssteck

Erweiterungssteckplatze

Gewicht 33,4 kg

Service und Support - Typ 2 Jahre Garantie

UPS-Technologie Online

Leistung (VA) 3000 VA

Bereitgestellte Schnittstelle - Schnittstellen 1 x Verwaltung (USB) - 4-poliger USB Typ, 1 x Verwaltung (RS-232) - D-Sub
(DB-9),

Farbe Schwarz

Steckertyp Netzstecker NEMA L5-30P

Anzahl Anschlisse 5

Farbkategorie Schwarz

Stromversorgungsgerat - Formfaktor Extern

Anzahl Stecker 1

Produkttyp usv

Gestellte Leistung 2700 Watt
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Weitere Bilder
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